


SIZING THE CUSHION

IDENTIFYING LEAKS

Use either the ComfortGel Full 
plastic sizing gauge or the gauge 
that is part of the mask package 
to determine the appropriate mask 
size.

Place the sizing gauge over the 
nose and mouth. The mouth should be open slightly.

Choose the smallest size mask cushion that is wider than the mouth and 
long enough to extend beyond the lower lip.

Raise the pressure to the prescribed level and turn the head from side 
to side while lying on the bed and with the mouth open slightly.

Identify areas of leak that may prevent the ability to sleep.

PREPARING THE COMFORTGEL  
FULL FOR FITTING

Loosen the straps on the headgear 
using the EZPeel Tabs.

Gently squeeze the sides of the 
StabilitySelector and slide the arm 
upward to set the forehead support 
arm to its highest position.

Disconnect the headgear by 
releasing one or both ball-and-
socket Quick Clip(s) from the 
faceplate socket(s).

MAKING FINAL  ADJUSTMENTS

Attach the tubing to the 
swivel elbow and turn on 
the air.

Make final adjustments while 
lying down. If the forehead pad 
does not rest lightly against the 

forehead, adjust the upper 
headgear straps. 

If necessary, adjust the 
bottom straps so that 
the mask is snug but 
comfortable against the 
face. Do not over tighten 
the headgear.

MAKING INITIAL ADJUSTMENTS 

Make initial adjustments while sitting. Place the mask cushion against the 
face by first setting the base of the cushion under the lower lip then rolling 
the cushion up over the nose. Be sure the mouth remains slightly open. 

Pull the headgear over your head.

Be sure that the top and bottom straps of the headgear are parallel and the 
back headgear panel lies flat against the head.

For easy attachment of a Quick Clip, 
use your finger as a guide to find the 
position of the socket and press the clip 
into the socket.

Tip: The headgear should fit snug but 
comfortably. The mask should be loose 
enough to allow you to run a finger 
under the headgear straps. Do not 
over tighten the headgear.

Adjust the top headgear straps by using 
the EZPeel Tabs. Be sure that they are 
tightened evenly and the forehead pad 
is lightly touching the forehead.

Adjust the bottom headgear straps 
using the EZPeel Tabs until they are 
even and the mask is gently sitting on 
the face. The mask should not feel tight.

Incorrect Fit: If your skin bulges 
around the mask or you see red marks 
or impressions on your skin, loosen the 
headgear straps.

Correct Fit: The top headgear tabs 
should be closer to the front of your 
face and not over your ears. You should 
be able to easily run a finger under the 
headgear straps.
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